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TEXUS PRO 500\1000W

1.limitation of use indoors or outdoor;

2.The external flexible cable or cord of this luminaire can not be 
replaced;

3.The light source contained in this luminaire shall only be 
replaced by the manufacturer or his service agent or a similar 

qualified person;

4.Terminal block not included, installation may require advice 
from a qualified person.
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Specifications

Dimension

Parameter Work environment：-30~40℃

L W H H1L1 L2

         1000W 655 603 194 118702 739

          500W 365 603 194 118404 441

Model Input
Lemen

Efficiency

Color

Temperature

Color

Rendering
Beam angle

IP

Rating

          500W
100V-277V

50/60HZ

110-130
  lm/W

4000K、5000K
5700K、6500K

Ra70 15°/30°/60° IP65

        1000W
100V-277V

50/60HZ
Ra70 IP65

4000K、5000K
5700K、6500K

15°/30°/60°
110-130
  lm/W

Packing data 
Storage Temperature:-25~65℃

Packing and Instrument

Model N.W(KG) G.W(KG) Carton Size(mm)

500W 16.9 18.1 675*480*275

1000W         32 33.6 780*675*275



www.img�lighting.com
Hamburg, Germany
Wandsbeker Straße 3-7

info@img-lighting.com

IMG LIGHTING

5mm

10mm

X1

X1

Instrument

11mm

x2

1550

 10 mm

x2

3、Rotate the light body to the right Angle，
        then install the retaining screw

4、Install the safety rope

2、Install the small plate to the support seat,
     Then put the lamp body fixed on the wall 
     and mount screws

1、Hole on the wall Under the gravity of the wall 
      to reach 5 times more than the lamp body

x2

1000W 500W
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